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(57) ABSTRACT

A user terminal apparatus is provided. The user terminal
apparatus includes: a display which displays a map indicat-
ing a location of the user terminal apparatus and a location
of one other user terminal apparatus, a communicator which
receives a message which is input through the one other user
terminal apparatus, and a controller which, when the mes-
sage is received, controls to display the message on a region
corresponding to the location of the one other user terminal
apparatus on the map.

20 Claims, 17 Drawing Sheets

130 120

¢ ¢

DISPLAY

CONTROLLER

<— COMMUNICATOR




U.S. Patent Oct. 4, 2016 Sheet 1 of 17 US 9,459,756 B2

FIG. 1

110 130 120

( ( ¢

DISPLAY  f«—»{ CONTROLLER j«— GOMMUNICATOR




U.S. Patent Oct. 4, 2016 Sheet 2 of 17 US 9,459,756 B2

FIG. 2

110 130 120

( ( ¢

DISPLAY  [«—» CONTROLLER j«— COMMUNICATOR

:

USER
INTERFACE

140



U.S. Patent Oct. 4, 2016 Sheet 3 of 17 US 9,459,756 B2

FIG. 3

indicator

ZaRAANNNEY
LA %@f%

’
D
Z

A( | ) (Send)




U.S. Patent Oct. 4, 2016 Sheet 4 of 17 US 9,459,756 B2

FIG. 4

(D] (D]
A A
3 T 1"""""1
N e | 1B ‘ |
0 0 lr——_—_—.—
ok | ! c’ b}
| N [ *
| |
| 1 [ I
| ‘ I
i d i
| D |
] ¢



U.S. Patent Oct. 4, 2016 Sheet 5 of 17 US 9,459,756 B2

FIG. 5

x>

(AJ[BJ(C][ ]
I'm home ]

. HeIIo Where are you?
| m on Earth

- ~e Center of Map

A.A




U.S. Patent Oct. 4, 2016 Sheet 6 of 17 US 9,459,756 B2

FIG. 6




U.S. Patent Oct. 4, 2016 Sheet 7 of 17 US 9,459,756 B2

FIG. 7

(B)cD)@) 8(c](D](A]
ﬁ\) - ;

i | IR ) SR B

LR |0 i ]

o o es |

___________________________ ? | |
| |
SO IS (OO EN
| | |
| * |
| ; |
| ! D |
i *



U.S. Patent Oct. 4, 2016 Sheet 8 of 17

FIG. &

US 9,459,756 B2

indicator

indicator




U.S. Patent

Oct. 4, 2016

Sheet 9 of 17

FIG. 9

US 9,459,756 B2

100 1ERMINAL LOCATION 300 TERMINAL LOCATION 200
¢ INFORMATION & __ ¢ INFORMATION & !
SECOND USER MESSAGE MESSAGE FIRST USER
TERMINAL |« SERVER}« TERMINAL
APPARATUS APPARATUS




U.S. Patent Oct. 4, 2016 Sheet 10 of 17 US 9,459,756 B2

FI1G. 10

( START )

\J
DISPLAY MAP INDICATING LOCATIONS
OF USER TERMINAL APPARATUS AND ~1010

DIFFERENT USER TERMINAL APPARATUS

Y

RECEIVE MESSAGE WHICH IS INPUT
THROUGH DIFFERENT USER ~1020
TERMINAL APPARATUS

J
DISPLAY MESSAGE ON REGION
CORRESPONDING TO LOCATION OF DIFFERENT [~1030
USER TERMINAL APPARATUS ON MAP

Y

( END )



U.S. Patent Oct. 4, 2016 Sheet 11 of 17 US 9,459,756 B2

FI1G. 11

( START )

Y

DISPLAY MAP INDICATING LOCATIONS OF USER
TERMINAL APPARATUS AND DIFFERENT USER  |~1110
TERMINAL APPARATUS

J

RECEIVE MESSAGE WHICH IS INPUT THROUGH |-_1190
DIFFERENT USER TERMINAL APPARATUS

J

DISPLAY MESSAGE ON REGION CORRESPONDING
TO LOCATION OF DIFFERENT USER TERMINAL  |~1130
APPARATUS ON MAP

J

INPUT MESSAGE THROUGH USER 1140
TERMINAL APPARATUS

J
DISPLAY INPUT MESSAGE ON REGION
CORRESPONDING TO LOCATION OF USER —~1150
TERMINAL APPARATUS ON MAP

Y

(  END )



U.S. Patent Oct. 4, 2016 Sheet 12 of 17 US 9,459,756 B2

FIG. 12

DISPLAY MAP INDICATING LOCATIONS
OF USER TERMINAL APPARATUS AND |~1210
DIFFERENT USER TERMINAL APPARATUS

Y

RECEIVE MESSAGE WHICH IS INPUT
THROUGH DIFFERENT USER —~1220
TERMINAL APPARATUS

!

DISPLAY MESSAGE ON REGION
CORRESPONDING TO LOCATION OF L1230
DIFFERENT USER TERMINAL

1 2845

ZOOM IN ON MAP WITH
REFERENGCE TO LOCATION OF |—
USER TERMINAL APPARATUS

1240

APPARATUS ON MAP
Z00M OUT ON MAP WITH
REFERENCE TO LOCATION OF |~+-1255

Z00M-IN COMMAND?
USER TERMINAL APPARATUS

N v

1250




U.S. Patent

Oct. 4, 2016

Sheet 13 of

FIG. 13

DISPLAY MAP INDICATING
LOCATIONS OF USER TERMINAL
APPARATUS AND DIFFERENT
USER TERMINAL APPARATUS

~1310

!

RECEIVE MESSAGE WHICH 1S
INPUT THROUGH DIFFERENT
USER TERMINAL APPARATUS

~1320

!

DISPLAY MESSAGE ON REGION

CORRESPONDING TO LOCATION

OF DIFFERENT USER TERMINAL
APPARATUS ON MAP

~1330

1342

Z0OM-IN
COMMAND?

1352

Z0OM-0UT
COMMAND?

17 US 9,459,756 B2

1 3846

1344

DISPLAY
LOCATIONS OF ALL
OF USER TERMINAL
APPARATUSES

ZOOM IN ON MAP WITH
REFERENCE TO LOCATION OF
USER TERMINAL APPARATUS
AND DISPLAY ONLY SOME OF

USER TERMINAL APPARATUSES

1 3?6

1354

DISPLAY

ZOOM OUT ON MAP WITH
REFERENCE TO LOCATION OF

OCATIONS OF SOM Y
OF USER TERMINAL USER TERMINAL APPARATUS
APPARATUSES AND DISPLAY ALL USER
TERMINAL APPARATUSES




US 9,459,756 B2

Sheet 14 of 17

Oct. 4, 2016

U.S. Patent

( a3 )

)

0Ey 1~

1NdNI SI'39YSSIN HOIHM HONOYHL
SNLYdvddY TYNING3L 435N LINJH3441d
40 NOILVOO0T JAILV 134 NO d4Svd
NOI93d ONIANO4S3HH03 NO I9VSSIN
ANV H3HIIN3dI NOILYOOT AV 1dSId

Oby L~

dVIANO SNLVdvddY
TUNIANEAL H3SN INJ434410 40
NOILYOO01 OL ONIANOdS3IHH0D
NOI93d NO 39VSSIN AV1dSId

o

3

d3Av1dSid
10N SIHIHM
SNLYdvYddY TYNIWY3L 438N
IN3434410 40 FIVSSIN
EINEHEL!

S3SNLYHVddY TYNINHAL
435N IN3434410 40 JNOS
ATNO 40 SNOILYOOT
AV1dSId

N

Ocv

0hp b~

vl DI

SN1VHVYddV T¥NIIAEAL 43SN
IN343441d ANV SNL1vdvddY
TYNIAEEL H3SN 40 SNOILYI0'T
ONILVIIANI dVIN AV1dSIA




US. P

atent Oct. 4, 2016 Sheet 15 of 17

FI1G.

( START )

Y

DISPLAY MAP INDICATING LOCATIONS
OF USER TERMINAL APPARATUS AND
DIFFERENT USER TERMINAL APPARATUS

15

~1510

A

RECEIVE MESSAGE WHICH IS INPUT
THROUGH DIFFERENT USER
TERMINAL APPARATUS

—~1520

A

DISPLAY MESSAGE ON REGION
CORRESPONDING TO LOCATION OF
DIFFERENT USER TERMINAL
APPARATUS ON MAP

—~ 1530

1540

RECEIVE
NEW MESSAGE

US 9,459,756 B2

15?0

UPDATE MESSAGE DISPLAYED
ON MAP WITH NEW MESSAGE




U.S. Patent Oct. 4, 2016 Sheet 16 of 17 US 9,459,756 B2

FI1G. 16

( START )

Y
DISPLAY MAP INDICATING
LOCATIONS OF USER TERMINAL [~1610
APPARATUS AND DIFFERENT
USER TERMINAL APPARATUS

Y
RECEIVE MESSAGE WHICHIS | _160g
INPUT THROUGH DIFFERENT

USER TERMINAL APPARATUS

Y
DISPLAY MESSAGE ON REGION
CORRESPONDING TO LOCATION [~1630
OF DIFFERENT USER TERMINAL
APPARATUS ON MAP

16850

DISPLAY MAP AND MESSAGE OF

SELECT TIME
PREDETERMINED POINT OF TIME

1640 MOVING MENU




U.S. Patent

Oct. 4, 2016 Sheet 17 of 17

FIG. 17

( START )

Y

TRANSMIT, BY FIRST USER TERMINAL
APPARATUS, TERMINAL LOCATION
INFORMATION AND MESSAGE TO SERVER

US 9,459,756 B2

~1710

J

RECEIVE, BY SERVER, TERMINAL LOCATION
INFORMATION AND MESSAGE FROM
FIRST USER TERMINAL APPARATUS

~1720

Y

STORE, BY SERVER, RECEIVED TERMINAL
LOCATION INFORMATION AND MESSAGE

~1730

J

TRANSMIT, BY SERVER, STORED TERMINAL
LOCATION INFORMATION AND MESSAGE TO
SECOND USER TERMINAL APPARATUS

~1740

Y

RECEIVE, BY SECOND USER TERMINAL
APPARATUS, TERMINAL LOCATION
INFORMATION AND MESSAGE OF
FIRST USER TERMINAL APPARATUS

~1750

Y

DISPLAY, BY SECOND USER TERMINAL
APPARATUS, RECEIVED TERMINAL LOCATION
INFORMATION AND MESSAGE ON SCREEN
ALONG WITH MAP

~1760

Y

(  END )



US 9,459,756 B2

1
USER TERMINAL APPARATUS, MESSAGE
EXCHANGE SYSTEM, METHOD FOR
DISPLAYING MESSAGE, AND METHOD
FOR EXCHANGING MESSAGE

CROSS-REFERENCE TO RELATED
APPLICATION

This application claims priority from Korean Patent
Application No. 10-2012-0059654, filed on Jun. 4, 2012 in
the Korean Intellectual Property Office, the disclosure of
which is incorporated herein by reference in its entirety.

BACKGROUND

1.Field

Methods and apparatuses consistent with exemplary
embodiments relate to a user terminal apparatus, a message
exchange system, and a method for displaying a message,
and more particularly, to a user terminal apparatus which can
display messages which are input through a plurality of
other user terminal apparatuses, a message exchange system,
a method for displaying a message, and a method for
exchanging a message.

2.Description of the Related Art

As mobile terminal apparatuses such as mobile phones
have been increasingly used, various kinds of mobile ser-
vices have been developed and commercialized.

In particular, location-based services that can provide
information a user wants in real life according to a location
of a mobile terminal apparatus are in the spotlight. For
example, when a user wants to find a nearby restaurant in a
region where he/she is located, the user can easily search for
information on nearby restaurants using the location-based
service through his/her mobile terminal apparatus.

In recent years, as bandwidths of communication net-
works have increased and smartphones which can provide
plenty of visual information through a large size display
have been introduced, location-based services applying a
user’s experience have been developed. For example, the
Google map application, which displays a map on a smart-
phone and displays information on locations of facilities
existing in the real world and service contents on the map,
is representative of the location-based services.

Separately, a traditional text message service which
enables a message to be exchanged between mobile terminal
apparatuses has been steadily used.

However, such a text message service is satisfactory as a
means for exchanging individual information between
mobile terminal apparatuses, but does not provide a function
of sharing location information of users Likewise, the
above-described location-based service provides informa-
tion on a user’s location that is necessary in real life, but
does not provide a function of communicating with users of
other mobile terminal apparatuses.

Accordingly, a new type of mobile service that appropri-
ately combines a communication service for exchanging a
message between mobile terminal apparatuses and the
above-described location-based service may be considered.
Such a service is expected to provide a new user experience
by combining a social network and a virtual world providing
real world information.

SUMMARY

One or more exemplary embodiments may overcome the
above disadvantages and other disadvantages not described
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2

above. However, it is understood that one or more exem-
plary embodiments are not required to overcome the disad-
vantages described above, and may not overcome any of the
problems described above.

One or more exemplary embodiments provide a user
terminal apparatus, a message exchange system, a method
for displaying a message, and a method for exchanging a
message, which display a map indicating locations of a
plurality of user terminal apparatuses and display an input
message on a region corresponding to each of the locations
of the user terminal apparatuses on the map, so that a
plurality of users can identify one another’s locations and
can exchange messages with one another.

According to an aspect of an exemplary embodiment,
there is provided a user terminal apparatus including: a
display configured to display a map indicating a location of
the user terminal apparatus and a location of at least one
other user terminal apparatus; a communicator configured to
receive a message which is input through the at least one
other user terminal apparatus; and a controller, when the
message is received, configured to control to display the
message on a region corresponding to the location of the at
least one other user terminal apparatus on the map.

The user terminal apparatus may further include an user
interface, and, when a message is input through the user
interface, the controller may control to display the input
message on a region corresponding to the location of the
user terminal apparatus on the map.

The controller may determine a relative location of the at
least one other user terminal apparatus with reference to the
location of the user terminal apparatus, and may control to
display the location of the user terminal apparatus and the
location of the at least one other user terminal apparatus on
the map according to the relative location.

When a zoom-in command is input through the user
interface, the controller may control to zoom in on the map
with reference to the location of the user terminal apparatus,
and, when a zoom-out command is input through the user
interface, the controller may control to zoom out on the map
with reference to the location of the user terminal apparatus.

When there are a plurality of other user terminal appara-
tuses, and when the location of the user terminal apparatus
and locations of all of the plurality of other user terminal
apparatuses are displayed on the map, and when the zoom-in
command is input, the controller may control to display the
location of the user terminal apparatus and locations of some
of' the plurality of other user terminal apparatuses on the map
which is magnified according to the zoom-in command, and,
when the location of the user terminal apparatus and loca-
tions of some of the plurality of other user terminal appa-
ratuses are displayed on the map, and when the zoom-out
command is input, the controller may control to display the
location of the user terminal apparatus and the locations of
all of the plurality of other user terminal apparatuses on the
map which is reduced according to the zoom-out command.

When there are a plurality of other user terminal appara-
tuses, and when locations of some of the plurality of other
user terminal apparatuses are displayed on the map, and a
message input through at least one of the other user terminal
apparatuses that is not displayed on the map is received, the
controller may control to display a location identifier of the
at least one other user terminal apparatus and the message on
a screen based on a relative location of the at least one other
user terminal apparatus to the user terminal apparatus.

When the message is displayed on the map and a new
message input through the at least one other user terminal
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apparatus is received, the controller may control to update
the message displayed on the map with the new message.

The controller may control to further display at least one
of user information of the one other user terminal apparatus
displayed on the map, a transmission time of the input
message, and a reception time of the message.

When a command to select the one other user terminal
apparatus is input through the user interface, the controller
may control to display the map and the message with
reference to the location of the one other user terminal
apparatus which is selected according to the command.

The controller may display a time moving menu on a
certain region of the display, and, when the time moving
menu is selected, the controller may control to display a map
and a message of a predetermined point of time.

According to an aspect of another exemplary embodi-
ment, there is provided a message exchange system, com-
prising: one other terminal apparatus which transmits ter-
minal location information and a message to a server; the
server which receives the terminal location information and
the message from the one other terminal apparatus and
stores the terminal location information and the message,
and transmits the terminal location information and the
message which are received from the one other user terminal
apparatus and stored to a terminal apparatus; and the termi-
nal apparatus which receives the terminal location informa-
tion and the message of the one other user terminal apparatus
from the server, and displays the terminal location informa-
tion and the message on a screen along with a map.

The server may further transmit a reception time of the
message which is received from the one other terminal
apparatus and stored to the terminal apparatus, and the
terminal apparatus may receive the reception time of the
message from the server and displays the reception time on
the screen along with the map and the received message.

According to an aspect of still another exemplary embodi-
ment, there is provided a method for displaying a message,
the method including: displaying a map indicating a location
of a terminal apparatus and a location of at least one other
terminal apparatus; receiving a first message which is input
through the one other user terminal apparatus; and, when the
message is received, displaying the first message on a region
corresponding to the location of the at least one other user
terminal apparatus on the map.

The method may further comprise: receiving input of a
second message through the user terminal apparatus; and,
when the second message is input, displaying the input
second message on a region corresponding to the location of
the user terminal apparatus on the map.

The method may further comprise: when a zoom-in
command is input through the terminal apparatus, zooming
in on the map with reference to the location of the terminal
apparatus; and, when a zoom-out command is input through
the terminal apparatus, zooming out on the map with refer-
ence to the location of the terminal apparatus.

When there are a plurality of other user terminal appara-
tuses, the zooming in or zooming out on the map may
comprise, when the location of the filling terminal apparatus
and locations of all of the plurality of other terminal appa-
ratuses are displayed on the map, and the zoom-in command
is input, displaying the location of the terminal apparatus
and locations of some of the plurality of other user terminal
apparatuses on the map which is magnified according to the
zoom-in command, and, when the location of the user
terminal apparatus and locations of some of the plurality of
other user terminal apparatuses are displayed on the map,
and the zoom-out command is input, displaying the location
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of the terminal apparatus and the locations of all of the
plurality of other user terminal apparatuses on the map
which is reduced according to the zoom-out command.

The method may further comprise, when there are a
plurality of other terminal apparatuses, and when locations
of some of the plurality of other terminal apparatuses are
displayed on the map, and a message input through one of
the other terminal apparatuses that is not displayed on the
map is received, displaying a location identifier of the at
least one other terminal apparatus and the message on a
screen based on a relative location of the at least one other
user terminal apparatus to the terminal apparatus.

The method may further comprise, when the first message
is displayed on the map and a new message input through the
at least one other user terminal apparatus is received, updat-
ing the message displayed on the map with the new message.

The method may further comprise: displaying a time
moving menu on a certain region of a screen of the terminal
apparatus, and, when the time moving menu is selected,
displaying a map and a message of a predetermined point of
time.

According to an aspect of still another exemplary embodi-
ment, there is provided a method for exchanging a message,
the method comprising: transmitting, by one other first
terminal apparatus, terminal location information and a
message to a server; receiving, by the server, the terminal
location information and the message from the one other
first terminal apparatus; storing, by the server, the received
terminal location information and the message; transmitting,
by the server, the stored terminal location information and
the message to a second terminal apparatus; and receiving,
by the second terminal apparatus, the terminal location
information and the message of the one other first terminal
apparatus from the server; and displaying, by the second
terminal apparatus, the received terminal location informa-
tion and the message on a screen along with a map.

According to the exemplary embodiments, the user ter-
minal apparatus, the message exchange system, the method
for displaying the message and the method for exchanging
the message, which can allow several users to identify one
another’s locations and exchange messages with one
another, are provided, so that new user experience can be
provided by combining a social network and a virtual world
providing real world information.

BRIEF DESCRIPTION OF THE DRAWING
FIGURES

The above and/or other aspects will be more apparent by
describing in detail exemplary embodiments, with reference
to the accompanying drawings, in which:

FIG. 1 is a block diagram illustrating a user terminal
apparatus according to an exemplary embodiment;

FIG. 2 is a block diagram illustrating a user terminal
apparatus according to another exemplary embodiment;

FIG. 3 is a view illustrating a display screen of the user
terminal apparatus of FIG. 2;

FIG. 4 is a view illustrating a display screen when a
zoom-in command or a Zzoom-out command is input;

FIG. 5 is a view illustrating a display screen which
displays a message of one other user terminal apparatus that
is not displayed on a map;

FIG. 6 is a view illustrating a situation in which a message
reception time is further displayed on a map;

FIG. 7 is a view illustrating a display screen when one
other user terminal apparatus is selected;
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FIG. 8 is a view illustrating a display screen which further
displays a time moving menu;

FIG. 9 is a block diagram illustrating a message exchange
system according to an exemplary embodiment;

FIGS. 10 to 16 are flowcharts illustrating a method for
displaying a message according to various exemplary
embodiments; and

FIG. 17 is a flowchart illustrating a method for exchang-
ing a message according to an exemplary embodiment.

DETAILED DESCRIPTION OF EXEMPLARY
EMBODIMENTS

Hereinafter, exemplary embodiments will be described in
greater detail with reference to the accompanying drawings.

In the following description, same reference numerals are
used for the same elements when they are depicted in
different drawings. The matters defined in the description,
such as detailed construction and elements, are provided to
assist in a comprehensive understanding of exemplary
embodiments. Thus, it is apparent that exemplary embodi-
ments can be carried out without those specifically defined
matters. Also, functions or elements known in the related art
are not described in detail since they would obscure the
exemplary embodiments with unnecessary detail.

A user terminal apparatus 100 recited herein refers to a
mobile apparatus that transmits and receives information
through at least one communication network. For example,
the user terminal apparatus 100 may include a 2G, 3G, or 4G
mobile phone, a smartphone, a tablet personal computer
(PC), a laptop computer, a personal digital assistant (PDA),
and all other kinds of apparatuses that users can carry.

One other user terminal apparatus 200 refers to a user
terminal apparatus that is owned by a user other than the user
of the user terminal apparatus 100. However, one other user
terminal apparatus 200 does not mean all user terminal
apparatuses except the user terminal apparatus 100 and is
limited to a user terminal apparatus that exchanges a mes-
sage with the user terminal apparatus 100. There may be a
plurality of other user terminal apparatuses. In this case,
each of the plurality of other user terminal apparatuses 200
exchanges a message with the user terminal apparatus 100.

FIG. 1 is a block diagram illustrating a user terminal
apparatus 100 according to an exemplary embodiment, FIG.
2 is a block diagram illustrating a user terminal apparatus
100 according to another exemplary embodiment, and FIG.
3 is a view illustrating a screen of the user terminal apparatus
100 of FIG. 2.

As shown in FIG. 1, the user terminal apparatus 100
according to an exemplary embodiment includes a display
110, a communicator 120, and a controller 130.

The display 110 displays a variety of information. More
specifically, when the controller 130, which will be
described in detail below, converts data which has been
input to the user terminal apparatus 100 into image data that
is visually recognizable, the display 110 applies appropriate
voltage to a display panel according to the processed image
data and displays information. To achieve this, the display
110 may include a display panel and a voltage driver.
However, the detailed configuration of the display 110 is not
directly relevant to the technical features of the present
disclosure and is well known to an ordinary skilled person
in the related art. Therefore, a detailed description thereof is
omitted.

In particular, the display 110 displays a map indicating a
location of the user terminal apparatus 100 and a location of
one other user terminal apparatus 200 on the display panel.
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The map is a drawing that shows some or all states of the
earth surface on a plane using symbols, characters or pic-
tures on a reduced scale. However, besides the earth surface,
the map may show a predetermined space existing in real life
such as a specific building.

According to an exemplary embodiment, information
indicating where the user terminal apparatus 100 and other
terminal apparatuses are currently located may be displayed
on the map displayed on the display panel as shown in FIG.
3. That is, the display 110 may configure a map which
displays layout states of buildings and roads of a predeter-
mined region on a reduced scale, and may display the map,
and also, may display information for identifying users such
as users’ photos on points on the map corresponding to
points at which the user terminal apparatus 100 and other
user terminal apparatuses are located in relation to one
another.

Since a specific point on the map corresponds to a specific
point of the real world as described above, the location of the
user terminal apparatus 100 or other user terminal appara-
tuses in the real world should be determined in order to
display the location of the user terminal apparatus 100 or
other user terminal apparatuses at specific points on the map.

There is no limit to the method for determining location
information. The location information may be determined
using a global positioning system (GPS) method, a cell
method, and a short distance communication method, and
may be transmitted through a long distance communication
network or a short distance communication network. The
GPS method refers to a method that grasps the location of
the user terminal apparatus 100 using an artificial satellite
(not shown), and can identify an exact location in a rela-
tively wide range. However, this method cannot implement
precise location-tracking such as distinguishing between an
interior and an exterior of a building. In this case, the cell
method which grasps the location of the user terminal
apparatus 100 using a repeater (not shown) complements the
GPS method such that precise location information can be
obtained. Various location determination technologies need
to be used complexly in order to obtain detailed location
information of the user terminal apparatus 100. For example,
when a user is located in a conference room on the 8 floor
of a building A which is located in front of Seoul National
University of Education, the GPS method identifies that the
user is located in the building A and the cell method
identifies that the user is located in the conference room on
the 87 floor. To determine the location more precisely, near
field communication (NFC) may be used. However, in
embodying the present disclosure, various location determi-
nation technologies may be used besides the above-de-
scribed location determination technologies and the present
disclosure does not exclude these exemplary embodiments.

The communicator 120 communicates with an external
apparatus. More specifically, the communicator 120 may
transmit a message to a server 300 or one other user terminal
apparatus 200, or may receive a message from the server 300
or one other user terminal apparatus 200.

The communicating method of the communicator 120 has
no limit and includes long distance communication and short
distance communication. In the former case, the user termi-
nal apparatus 100 communicates with one other user termi-
nal apparatus, which is located in a long distance region,
through the server 300. In the latter case, the user terminal
apparatus 100 may directly communicate with one other
user terminal apparatus in a Bluetooth method. That is, when
the communicator 120 is implemented by using a Bluetooth
communication module, the user terminal apparatus 100
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communicates with one other user terminal apparatus 200
according to a Bluetooth communication standard, and
exchanges a transport packet with one other user terminal
apparatus 200. However, the present disclosure does not
exclude other short distance communicating means such as
Zigbee. The communicator 120 may include a transmitter
(not shown) to transmit information and a receiver (not
shown) to receive information.

The message refers to information that is written in a
language or symbol suitable for transmission by communi-
cation, or transmitted information. The information has no
limit to its amount and may be all kinds of transmittable data
such as text data, image file, and a moving image file. For
example, the message may be a sentence that is written in a
language of a text format (for example, English).

The controller 130 controls an overall operation of the
user terminal apparatus 100 according to an exemplary
embodiment, and may be a processor from the hardware
perspective and may be an operating system (OS) to control
hardware operations or a software module to achieve a
specific object from the software perspective. The controller
130 may include two or more of the processor, the OS, and
the software module.

In particular, when a message is received, the controller
130 may control the display 110 to display the received
message on a region corresponding to a location of one other
user terminal apparatus 200 on the map.

According to an exemplary embodiment, one other user
terminal apparatus 200 may transmit the input message
along with an identifier. At this time, the server 300 may
receive the message and the identifier. The server 300 stores
the received message in a database along with the identifier
of one other user terminal apparatus 200, and transmits the
message and the identifier to the user terminal apparatus
100. The user terminal apparatus 100 receives the message
and the identifier which are transmitted from the server 300,
and the controller 130 of the user terminal apparatus 100,
which has received the message and the identifier, identifies
one other user terminal to which the message has been input
with reference to the identifier, and controls the display 110
to display the message on the region corresponding to the
location of one other user terminal apparatus 200 on the
map.

In this case, the user terminal apparatus 100 may receive
location information of one other user terminal apparatus
200 in addition to the identifier and the message. That is,
since the location information of one other user terminal
apparatus 200 may change minute by minute according to
movements of the user that owns one other user terminal
apparatus 200, the server 300 may need to directly receive
the location information from one other user terminal appa-
ratus 200. At this time, the location information may be real
location information of one other user terminal apparatus
200 to be mapped onto a location on the map (for example,
coordinates of longitude and latitude calculated by a GPS
module of one other user terminal apparatus 200), but, may
be information for calculating such real location information
(for example, information on a repeater which senses a
signal of one other user terminal apparatus 200). The sever
300 transmits the location information of one other user
terminal apparatus 200 to the user terminal apparatus 100.
The user terminal apparatus 100 identifies or readjusts the
location of one other user terminal apparatus 200 on the map
based on the location information of one other user terminal
apparatus 200, and displays the received message on a
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region corresponding to the current location of one other
user terminal apparatus 200 according to a result of the
identifying or readjusting.

According to another exemplary embodiment, the user
terminal apparatus 100 may directly receive the message and
the identifier of one other user terminal apparatus 200. The
controller 130 of the user terminal apparatus 100 identifies
one other user terminal apparatus 200 to which the message
has been input with reference to the identifier, and may
control the display 110 to display the message on a region
corresponding to the location of one other user terminal
apparatus 200 on the map.

In this case, the user terminal apparatus 100 may receive
the location information of one other user terminal apparatus
200 in addition to the identifier and the message in the same
way as in the above-described exemplary embodiment. That
is, since the location information of one other user terminal
apparatus 200 changes minute by minute according to
movements of the user that owns one other user terminal
apparatus 200, the user terminal apparatus 100 may need to
directly receive the location information of one other user
terminal apparatus 200. At this time, the location informa-
tion may be real location information of the one other user
terminal apparatus 100 to be mapped onto a location on the
map (for example, coordinates of longitude and latitude
calculated by a GPS module of one other user terminal
apparatus 200), but, the location information may also be
information for calculating such real location information
(for example, information on a repeater which senses a
signal of one other user terminal apparatus 200). The user
terminal apparatus 100 identifies or readjusts the location of
one other user terminal apparatus 200 on the map based on
the location information of the one other user terminal
apparatus 200, and displays the received message on a
region corresponding to the current location of one other
user terminal apparatus 200 according to a result of the
identifying or readjusting.

The region corresponding to the location of one other user
terminal apparatus 200 on the map does not necessarily refer
to an exact point corresponding to the actual location of one
other user terminal apparatus 200 on the map. That is, the
region may be located away from the exact point on the map
corresponding to the actual location of one other user
terminal apparatus 200 by a predetermined distance, or may
be a region including that point on the map. This is a
compromise that is made because the display 110 has a
limited size and thus is not able to display a map having the
same scale as in the real world, but the message displayed
on the display 110 should be large enough that it can be
recognized.

However, a location identifier may also be displayed to
indicate that the message arises from that point on the map.
As a result, the message may be displayed in a speech bubble
form as shown in FIG. 3.

According to the exemplary embodiments described
above, the user of the user terminal apparatus 100 can
identify the location of one other user terminal apparatus
200 on the map through the user terminal apparatus 100, and
can receive a message.

Referring to FIG. 2, the user terminal apparatus 100
according to another exemplary embodiment may further
include an user interface 140.

The user interface 140 is configured to receive data from
the user of the user terminal apparatus 100, and may include
a manipulator (not shown) and a transmitter (not shown).

The manipulator (not shown) is configured in order for the
user to manipulate the user terminal apparatus 100 to input
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data to the user terminal apparatus 100, and may be a key
pad or a touch screen for example. In this case, when the user
inputs a message, the user may write a sentence by pressing
the key pad or by touching the touch screen with reference
to a virtual keyboard displayed on the display 110.

The transmitter (not shown) is configured to transmit a
manipulation input signal of the user terminal apparatus
input through the manipulator (not shown) to the controller
130.

At this time, when a message is input through the user
interface 140, the controller 130 may control to display the
message on a region corresponding to the location of the
user terminal apparatus 100 on the map. The user terminal
apparatus 100 identifies or readjusts the location of the user
terminal apparatus 100 on the map based on the location
information and displays the message on a region corre-
sponding to the current location of the user terminal appa-
ratus 100 according to a result of the identifying or read-
justing.

In an exemplary embodiment in which the server 300 is
provided, the message which is input through the user
terminal apparatus 100 may be transmitted to the server 300
along with an identifier of the user terminal apparatus 100.
The server 300 may store the transmitted information in the
database and may transmit the information to one other user
terminal apparatus 200. One other user terminal apparatus
200 receives the message and the identifier and displays the
message on a region corresponding to the location of the
user terminal apparatus 100 on the map displayed on a
display screen.

In this case, the user terminal apparatus 100 may transmit
the location information of the user terminal apparatus 100
to the server 300 in addition to the identifier and the
message. That is, since the location information of the user
terminal apparatus 100 changes minute by minute according
to movements of the user that owns the user terminal
apparatus 100, the server 300 may need to directly receive
the location information from the user terminal apparatus
100. At this time, the location information may be real
location information of the user terminal apparatus 100 to be
mapped onto a location on the map (for example, coordi-
nates of longitude and latitude calculated by a GPS module
of the user terminal apparatus 100), but, also may be
information for calculating such real location information
(for example, information on a repeater which senses a
signal of the user terminal apparatus 100). One other user
terminal apparatus 200 identifies or readjusts the location of
the user terminal apparatus 200 on the map based on the
location information of the user terminal apparatus 100, and
displays the received message on a region corresponding to
the current location of the user terminal apparatus 100
according to a result of the identifying or readjusting.

According to another exemplary embodiment, the con-
troller 130 may determine a relative location of at least one
other user terminal apparatus with reference to the location
of the user terminal apparatus 100, and may control the
display 110 to display the location of the user terminal
apparatus 100 and the location of the at least one other user
terminal apparatus on the map according to the relative
location.

This exemplary embodiment may lead to efficient calcu-
lation. For example, when the user terminal apparatus 100
and one other user terminal apparatus 200 are located far
away from each other in the real world, the process of
determining the actual location of each apparatus and map-
ping it onto the map may require complicated calculation
because the actual coordinates should be converted into
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coordinates on the map. However, in the exemplary embodi-
ment in which only the relative location is determined with
reference to the location of the user terminal apparatus 100,
coordinates of the user terminal apparatus 100 are converted
into coordinates on the map, the actual location of one other
user terminal apparatus 200 is determined, and the distance
between the user terminal apparatus 100 and one other user
terminal apparatus is determined, such that only the relative
location is determined and displayed on the map without
mapping coordinates separately, and thus calculation can be
simplified.

Hereinafter, still another exemplary embodiment in which
the map is zoomed in or out will be explained with reference
to FIG. 4.

According to still another exemplary embodiment, when
a zoom-in or zoom-out command is input through the user
interface 140, the controller 130 of the user terminal appa-
ratus 100 controls the display 110 to zoom in or out on the
map with reference to the location of the user terminal
apparatus.

Zoom refers to a function of magnifying or reducing the
scale of the map. That is, the zoom-in command is to
magnify the map with reference to a certain point on the map
displayed by the display 110 and increase the scale of the
map, and the zoom-out command is to reduce the map with
reference to a certain point on the map displayed by the
display 110 and reduce the scale of the map.

When the zoom-in command is input through the user
interface 140, the controller 130 controls to zoom in on the
map with reference to the location of the user terminal
apparatus. On the other hand, when the zoom-out command
is input through the user interface 140, the controller 130
controls to zoom out on the map with reference to the
location of the user terminal apparatus.

When the manipulator of the user terminal apparatus 100
is implemented by using a touch screen, the user may input
the zoom-in command by touching two different points on
the map and then dragging (slide touching) user’s fingers
further apart, and may input the zoom-out command by
touching two different points and dragging user’s fingers
closer together. In this case, a degree of zoom-in or zoom-
out may be determined according to a degree of dragging,
that is, a rate of change from a distance between two points
where the user initially touches to a distance between two
points where the user raises fingers.

When there are a plurality of other user terminal appara-
tuses 200, and when the location of the user terminal
apparatus 100 and the locations of all of the other user
terminal apparatuses 200 are displayed on the map, and the
zoom-in command is input, the location of the user terminal
apparatus 100 and locations of some of the other user
terminal apparatuses 200 are displayed on the map which is
magnified according to the zoom-in command. However, if
the scale of the map is small and the relative distance of the
user terminal apparatus 100 is close, the location of the user
terminal apparatus 100 and the locations of all of the other
user terminal apparatuses 200 may be displayed on the map
even when the zoom-in command is input.

On the other hand, when the location of the user terminal
apparatus 100 and locations of some of the other user
terminal apparatuses 200 are displayed on the map, and the
zoom-out command is input, the location of the user termi-
nal apparatus 100 and the locations of all of the other user
terminal apparatuses 200 may be displayed on the map
which is reduced according to the zoom-out command.
However, if the scale of the map is large and the relative
distance of the user terminal apparatus 100 is long, the



US 9,459,756 B2

11

location of the user terminal apparatus 100 and locations of
some of the other user terminal apparatuses 200 may be
displayed on the map even when the zoom-out command is
input. View (1) of FIG. 4 illustrates the map which is
magnified according to the zoom-in command, and view (2)
of FIG. 4 illustrates the map which is reduced according to
the zoom-out command.

According to still another exemplary embodiment, when
locations of some of the plurality of other user terminal
apparatuses 200 are displayed on the map, and a message
which is input through one of the other user terminal
apparatus that is not displayed on the map is received, the
controller 130 of the user terminal apparatus 100 may
control the display 110 to display a location identifier and the
message on a corresponding region of the screen based on a
relative location of the one of the other user terminal
apparatuses 200 through which the message is input.

Referring to FIG. 5, one other user terminal apparatus A
200 is not displayed on the map and one other user terminal
apparatus C 200 is displayed on the map. When a message
“Hello, Where are you? I’m on Earth” is input through the
user terminal apparatus A, the message should be displayed
on a region corresponding to the location of the user terminal
apparatus A in principle. However, since the user terminal
apparatus A is not displayed on the map, determining where
the message is displayed is a problem. In this case, the
message may be displayed on a corresponding region on the
screen based on a relative location of the user terminal
apparatus A through which the message is input. For
example, a virtual location of the user terminal apparatus A
may be determined based on the map of a current scale and
the message may be displayed on a region where a line
connecting a center of the map and the virtual location meets
an edge of the screen. At this time, a location identifier of a
conical shape pointing the virtual location may be displayed
in order to inform that the user terminal apparatus A is not
displayed on the map.

According to still another exemplary embodiment, when
a message is displayed on the map and a new message is
received through one other user terminal apparatus 200, the
controller 130 of the user terminal apparatus 100 may update
the message displayed on the map with the new message.

View (1) of FIG. 6 illustrates a case in which a message
of one other user terminal apparatus B 200 is received and
displayed. When a new message is input through the user
terminal apparatus B and is received by the user terminal
apparatus 100, the message of the user terminal apparatus B
on the map is replaced with the new message as shown in
view (2) of FIG. 6. In this case, as shown in FIG. 6, a
transmission time of the input message or a message recep-
tion time of the user terminal apparatus 100 is displayed so
that the order of messages can be identified. This will be
described in detail below. Also, although not shown, the
order of messages may be identified by assigning numbers
such as 1, 2, and 3 in chronological order of messages.

According to still another exemplary embodiment, the
user terminal apparatus 100 may control to further display at
least one of user information of one other user terminal
apparatus 200 displayed on the map, a transmission time of
an input message and a message reception time of the user
terminal apparatus 100.

The user information of one other user terminal apparatus
200 refers to information indicating an identity or a char-
acteristic of the user who uses one other user terminal
apparatus 200. For example, the user information may be at
least one of a user’s name, ID, nickname, phone number, and
profile.
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The transmission time of the input message refers to a
time at which the message input through one other user
terminal apparatus 200 is transmitted from one other user
terminal apparatus 200 or a time at which the message is
transmitted from the server 300.

The message reception time of the user terminal apparatus
100 refers to a time at which the user terminal apparatus 100
receives the message of one other user terminal apparatus
200 from the server 300.

Besides these, a time at which the server 300 receives the
message from one other user terminal apparatus 200 may
further displayed.

The user of the user terminal apparatus 100 may wish to
obtain information on a neighborhood of one other user
terminal apparatus 200 or information on locations of nearby
other user terminal apparatuses 200. In this case, the user
may input a command to select one other user terminal
apparatus 200 through the user interface 140, and the
controller 130 may control to display a map and a message
with reference to a location of one other user terminal
apparatus which is selected according to the command.

In an exemplary embodiment in which the manipulator
(not shown) is a touch screen, the user of the user terminal
apparatus 100 may input a selection command by touching
one other user terminal apparatus A 200 as shown in view (1)
of FIG. 7. In this case, a map and a message may be
displayed with reference to the user terminal apparatus A as
shown in view (2) of FIG. 7.

According to still another exemplary embodiment, the
controller 130 of the user terminal apparatus 100 may
display a time moving menu on a certain region of the
display 110, and, when the time moving menu is selected,
may control to display a map and a message of a predeter-
mined point of time.

As described above, since the user terminal apparatus 100
displays a message which is input through one other user
terminal apparatus 200 on the map with time, a message of
apredetermined point of time in the past should be identified
even after a predetermined time elapses.

In the exemplary embodiment in which the manipulator is
atouch screen, the controller 130 may display a time moving
bar on a certain region of the display 110, and the user may
move to a predetermined time of the past with reference to
a current time by touching the bar and dragging up and
down. For example, the controller 130 may display a map
which was displayed with the locations of the user terminal
apparatus and one other user terminal apparatus six hours
ago, and a message on the map.

Hereinafter, a message exchange system according to still
another exemplary embodiment will be explained.

FIG. 9 is a block diagram illustrating a message exchange
system.

Referring to FIG. 9, the message exchange system accord-
ing to still another exemplary embodiment includes one
other user terminal apparatus 200, a server 300, and a user
terminal apparatus 100.

One other user terminal apparatus 200 is configured to
transmit terminal location information and a message to the
server 300. This detailed function has been described above.

The server 300 receives the terminal location information
and the message from one other user terminal apparatus and
stores the same, and transmits the terminal location infor-
mation and the message which have been received from one
other user terminal apparatus 200 and stored, to the user
terminal apparatus 100. Accordingly, the server 300 may
include a storage and may also receive an identifier of one
other user terminal apparatus 200 as described above. The
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storage may store the identifier, the terminal location infor-
mation, and the message of one other user terminal appa-
ratus 200 in a database format.

The user terminal apparatus 100 is configured to receive
the terminal location information and the message of one
other user terminal apparatus 200 from the server 300 and
display the same on a screen along with a map. The user
terminal apparatus 100 has been described above and thus a
detailed description thereof is omitted.

The server 300 may further transmit a reception time of
the message which has been received from one other user
terminal apparatus 200 and stored to the user terminal
apparatus 100, and the user terminal apparatus 100 may
receive the reception time of the message of one other user
terminal apparatus 200 from the server 300 and may display
the reception time on the screen along with the map and the
message.

Hereinafter, a method for displaying a message and a
method for exchanging a message according to an exem-
plary embodiment will be explained with reference to FIGS.
10 to 17.

Referring to FIG. 10, a method for displaying a message
according to an exemplary embodiment includes: displaying
a map indicating a location of a user terminal apparatus and
a location of one other user terminal apparatus (S1010),
receiving a message which is input through one other user
terminal apparatus (S1020), and, upon receiving the mes-
sage, displaying the message on a region corresponding to
the location of one other user terminal apparatus on the map
(S1030).

Referring to FIG. 11, the method may further include
receiving input of a message through the user terminal
apparatus (S1140), and displaying the input message on a
region corresponding to the location of the user terminal
apparatus on the map (S1150).

Referring to FIG. 12, the method may further include,
when a zoom-in command is input through the user terminal
apparatus (S1240), zooming in on the map with reference to
the location of the user terminal apparatus (S1245), and,
when a zoom-out command is input through the user ter-
minal apparatus (S1250), zooming out on the map with
reference to the location of the user terminal apparatus
(S1255).

Referring to FIG. 13, when there are a plurality of other
user terminal apparatuses, the zooming in or zooming out
may include: when the location of the user terminal appa-
ratus and the locations of all of the plurality of other user
terminal apparatuses are displayed on the map (S1344), and
the zoom-in command is input (S1342), displaying the
location of the user terminal apparatus and locations of some
of'the plurality of other user terminal apparatuses on the map
which is magnified according to the zoom-in command
(S1346), and, when the location of the user terminal appa-
ratus and locations of some of the plurality of other user
terminal apparatuses are displayed on the map (S1354), and
the zoom-out command is input (S1352) in the state in
which, displaying the location of the user terminal apparatus
and the locations of all of the plurality of other user terminal
apparatuses on the map which is reduced according to the
zoom-out command (S1356).

Referring to FIG. 14, when there are a plurality of other
user terminal apparatuses, the method may further include:
when locations of some of the plurality of other user
terminal apparatuses are displayed on the map (S1420) and
a message input through one of the plurality of other user
terminal apparatuses that is not displayed on the map is
received (S1425), displaying a location identifier and the
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message on a corresponding region on the screen based on
a relative location of one of the plurality of other user
terminal apparatuses through which the message is input
with respect to the user terminal apparatus (S1430). When
locations of all of the plurality of other user terminal
apparatuses are displayed on the map (S1420), or a message
input through one of the plurality of other user terminal
apparatuses that is displayed on the map is received (S1425),
messages are displayed on regions corresponding to the
actual locations of the user terminal apparatuses, on the map
(S1440).

Referring to FIG. 15, when the message is displayed on
the map, the method may further include: when a new
message input through one other user terminal apparatus is
received (S1540), updating the message on the map with the
new message (S1550).

Referring to FIG. 16, the method may further include
displaying a time moving menu on a certain region of the
screen of the user terminal apparatus (S1630), and, when the
time moving menu is selected (S1640), displaying a map and
a message of a predetermined point of time (S1650).

Referring to FIG. 17, a method for exchanging a message
according to an exemplary embodiment includes: transmit-
ting, by one other user terminal apparatus, terminal location
information and a message to a server (S1710), receiving, by
the server, the terminal location information and the mes-
sage from one other user terminal apparatus (S1720), and,
when the server stores the terminal location information and
the message (S1730), transmitting, by the server, the termi-
nal location information and the message to a user terminal
apparatus (S1740). The user terminal apparatus receives the
terminal location information and the message of one other
user terminal apparatus (S1750), and displays the terminal
location information and the message on the screen along
with a map (51760).

As described above, the user terminal apparatus, the
message exchange system, the method for displaying the
message and the method for exchanging the message, which
can allow several users to identify one another’s locations
and exchange messages with one another, are provided, so
that new user experience can be provided by combining a
social network and a virtual world providing real world
information.

The foregoing exemplary embodiments and advantages
are merely exemplary and are not to be construed as limiting
the present inventive concept. The exemplary embodiments
can be readily applied to other types of apparatuses. Also,
the description of the exemplary embodiments is intended to
be illustrative, and not to limit the scope of the claims, and
many alternatives, modifications, and variations will be
apparent to those skilled in the art.

What is claimed is:

1. A user terminal apparatus comprising:

a display configured to display a map indicating a location
of the user terminal apparatus and a location of at least
one other user terminal apparatus;

a communicator configured to receive a message which is
input through the at least one other user terminal
apparatus; and

a controller configured to control to display the message
on a region corresponding to the location of the at least
one other user terminal apparatus on the map, when the
message is received,

wherein the at least one other user terminal apparatus
exchanges the message with the user terminal apparatus

wherein when the location of the at least one other user
terminal apparatus is not indicated on the displayed
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map, the controller is configured to control to display
the message on a region of the map corresponding to a
virtual location of the at least one other user terminal
apparatus.

2. The user terminal apparatus as claimed in claim 1,
further comprising an user interface,

wherein, when a message is input through the user inter-

face, the controller controls to display the input mes-
sage on a region corresponding to the location of the
user terminal apparatus on the map.

3. The user terminal apparatus as claimed in claim 1,
wherein the controller determines a relative location of the
at least one other user terminal apparatus with reference to
the location of the user terminal apparatus, and controls to
display the location of the user terminal apparatus and the
location of the at least one other user terminal apparatus on
the map according to the relative location.

4. The user terminal apparatus as claimed in claim 2,
wherein, when a zoom-in command is input through the user
interface, the controller controls to zoom in on the map with
reference to the location of the user terminal apparatus, and,
when a zoom-out command is input through the user inter-
face, the controller controls to zoom out on the map with
reference to the location of the user terminal apparatus.

5. The user terminal apparatus as claimed in claim 4,
wherein, when there are a plurality of other user terminal
apparatuses, and when the location of the user terminal
apparatus and locations of all of the plurality of other user
terminal apparatuses are displayed on the map, and when the
zoom-in command is input, the controller controls to display
the location of the user terminal apparatus and locations of
some of the plurality of other user terminal apparatuses on
the map which is magnified according to the zoom-in
command, and, when the location of the user terminal
apparatus and locations of some of the plurality of other user
terminal apparatuses are displayed on the map, and when the
zoom-out command is input, the controller controls to
display the location of the user terminal apparatus and the
locations of all of the plurality of other user terminal
apparatuses on the map which is reduced according to the
zoom-out command.

6. The user terminal apparatus as claimed in claim 1,
wherein, when there are a plurality of other user terminal
apparatuses, and when locations of some of the plurality of
other user terminal apparatuses are displayed on the map,
and the message input through at least one of the other user
terminal apparatuses that is not displayed on the map is
received, the controller controls to display a location iden-
tifier of the at least one other user terminal apparatus and the
message on a screen based on a relative location of the at
least one other user terminal apparatus to the user terminal
apparatus.

7. The user terminal apparatus as claimed in claim 1,
wherein, when the message is displayed on the map and a
new message input through the at least one other user
terminal apparatus is received, the controller controls to
update the message displayed on the map with the new
message.

8. The user terminal apparatus as claimed in claim 1,
wherein the controller controls to further display at least one
of user information of the at least one other user terminal
apparatus displayed on the map, a transmission time of the
input message, and a reception time of the message.

9. The user terminal apparatus as claimed in claim 2,
wherein, when a command to select the at least one other
user terminal apparatus is input through the user interface,
the controller controls to display the map and the message
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with reference to the location of the at least one other user
terminal apparatus which is selected according to the com-
mand.

10. The user terminal apparatus as claimed in claim 1,
wherein the controller displays a time moving menu on a
certain region of the display, and, when the time moving
menu is selected, the controller controls to display a map and
a message of a predetermined point of time.

11. A message exchange system, comprising:

a first terminal apparatus which transmits terminal loca-

tion information and a message to a server;
the server which receives the terminal location informa-
tion and the message from the first terminal apparatus
and stores the terminal location information and the
message, and transmits the terminal location informa-
tion and the message which are received from the first
terminal apparatus and stored, to a second terminal
apparatus; and
the second terminal apparatus which receives the terminal
location information and the message of the first ter-
minal apparatus from the server, and displays the
terminal location information and the message on a
screen along with a map,
wherein the first terminal apparatus exchanges the mes-
sage with the second terminal apparatus, and

wherein when the terminal location information of the
first terminal apparatus is not indicated on the displayed
map, the controller is configured to control to display
the message on a region of the map corresponding to a
virtual location of the first terminal apparatus.

12. The message exchange system as claimed in claim 11,
wherein the server further transmits a reception time of the
message which is received from the first terminal apparatus
and stored, to the second terminal apparatus,

wherein the second terminal apparatus receives the recep-

tion time of the message from the server and displays
the reception time on the screen along with the map and
the received message.

13. A method for displaying a message, the method
comprising:

displaying a map indicating a location of a terminal

apparatus and a location of at least one other terminal
apparatus;

receiving a first message which is input through the at

least one other terminal apparatus;
when the first message is received, displaying the first
message on a region corresponding to the location of
the at least one other terminal apparatus on the map,

wherein the at least one other user terminal apparatus
exchanges the first message with the user terminal
apparatus, and

wherein when the location of the at least one other user

terminal apparatus is not indicated on the displayed
mayp, displaying the message on a region of the map
corresponding to a virtual location of the at least one
other user terminal apparatus.

14. The method as claimed in claim 13, further compris-
ing:

receiving input of a second message through the terminal

apparatus; and

when the second message is input, displaying the input

second message on a region corresponding to the
location of the terminal apparatus on the map.

15. The method as claimed in claim 13, further compris-
ing:
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when a zoom-in command is input through the terminal
apparatus, zooming in on the map with reference to the
location of the terminal apparatus; and

when a zoom-out command is input through the terminal

apparatus, zooming out on the map with reference to
the location of the terminal apparatus.

16. The method as claimed in claim 15, wherein, when
there are a plurality of other terminal apparatuses, the
zooming in or zooming out on the map comprises, when the
location of the terminal apparatus and locations of all of the
plurality of other terminal apparatuses are displayed on the
map, and the zoom-in command is input, displaying the
location of the terminal apparatus and locations of some of
the plurality of other terminal apparatuses on the map which
is magnified according to the zoom-in command, and, when
the location of the terminal apparatus and locations of some
of the plurality of other terminal apparatuses are displayed
on the map, and the zoom-out command is input, displaying
the location of the terminal apparatus and the locations of all
of the plurality of other terminal apparatuses on the map
which is reduced according to the zoom-out command.

17. The method as claimed in claim 13, further compris-
ing, when there are a plurality of other terminal apparatuses,
and when locations of some of the plurality of other terminal
apparatuses are displayed on the map, and a message input
through one of the other terminal apparatuses that is not
displayed on the map is received, displaying a location
identifier of the at least one other terminal apparatus and the
message on a screen based on a relative location of the at
least one other terminal apparatus to the terminal apparatus.

18. The method as claimed in claim 13, further compris-
ing, when the first message is displayed on the map and a

30

18

new message input through the at least one other terminal
apparatus is received, updating the message displayed on the
map with the new message.

19. The method as claimed in claim 13, further compris-
ing displaying a time moving menu on a certain region of a
screen of the terminal apparatus, and, when the time moving
menu is selected, displaying a map and a message of a
predetermined point of time.

20. A method for exchanging a message, the method
comprising:

transmitting, by a first terminal apparatus, terminal loca-

tion information and a message to a server;
receiving, by the server, the terminal location information
and the message from the first terminal apparatus;
storing, by the server, the received terminal location
information and the message;
transmitting, by the server, the stored terminal location
information and the message to a second terminal
apparatus; and

receiving, by the second terminal apparatus, the terminal

location information and the message of the first ter-
minal apparatus, from the server; and

displaying, by the second terminal apparatus, the received

terminal location information and the message on a
screen along with a map,
wherein the first terminal apparatus exchanges the mes-
sage with the second terminal apparatus, and

wherein when the terminal location information of the
first terminal apparatus is not indicated on the displayed
mayp, displaying the message on a region of the map
corresponding to a virtual location of the first terminal
apparatus.



